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LED STANDARD PAR CANS
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P H O T O M E T R I C A L  D A T A

18 x 8W QUAD COLOUR LED RGBW 
PAR LIGHT IN BLACK OR POLISHED 
HOUSING

}  18 x 8 W Ultra High Power QUAD RGBW LEDs

}  RGBW for perfect mixing of solid and pastel colours

}  Operated via DMX, in master/slave Mode or standalone Mode

}  Integrated microphone for sound control

}  Simple to operate using the four buttons and LED Display

}  Double brackets included as standard

}  Rugged compact aluminum housing

PAR 64 CAN Q 8W
BS

Product Number: CLP64Q8WBS / CLP64Q8WPS
Product Type: Indoor, PAR64 
Type: Indoor 
Colour Spectrum: RGBW
Number Of LEDs: 18
LED Type: 8 W QUAD Colour 
Dispersion: 25 °
DMX Input / Output: XLR 3-Pin Male / XLR 3-Pin Female
DMX Mode: 2, 3, 4, 7-Channel
DMX Functions: Colour Fade, Master Dimmer, RGBW,

Sound Control, Colour Jump, Strobe 

Standalone Modes: Colour Fade, Colour Jump, Master / Slave Mode,
Sound Control, Static Colour 

Controls: Enter, Mode, Value Up, Value Down
Indicators: LED Display
Operating Voltage: 110 V AC - 250 V AC 
Power Consumption: 180 W
Power Connector: Power Cord With Safety Plug (Type E / CEE 7/7) 
Housing Material: Aluminium 
Cabinet Colour: Black / Polished
Cooling: Fan 
Dimensions (W x H x L): 260 x 270 x 305 mm
Weight: 3.5 kg




